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caution

The tempered glass is produced by mature technological
processand pass the 3C certification.But the tempered
glass has possibility of nature explode.Please keep the
aluminum frame straight to avoid stress.Avoid the
temperature changes too much when using..

Installation manual

SAUNAROOM
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Sainaroom

The manual contains the sauna room installation and shower
operation.Please reference<<sauna room and sauna heater control
system installation manual>>when installsauna heater and control

system.
(1.5auna room construction)
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T A_m 1, 4, 6, 9 (aluminum frame)

1 2, 3, 5~ (small aluminum panel)

12 5 7, 8- (rail)

13 10~ (pleastic cap)

b 14 11~ (fixed door)

§ = “ 12~ (back board)

1 ) 13-

9 ' (sauna room backéside face board)

) 8 —19 e

- ' (sauna room side face hoard)

8- ° 15

1 3 (sauna room front face board)
16~ (top)

1 17~ (fixed door)
18--(tray)

1 19-- (sauna heater controler)

0

Sauna room
1

installation condition:1)The floor shoud be flat and solid enough to
support the weight of sauna room;2) There is enough spaceto position
sauna room;3)hot &cold water and drain must be provided in home.
4) The power must be provided in home.

2

Using the common cleaner to clean the dirtinthe sauan room after
some time.The cleaner containing acetone is forbidden to use for
clean.The sterilization containing formic acid,formaldehyde is forbidden
to use for sterilize.
3

Donot use share tools to scrape the surface of sauan room.

Warning: The power plug must be with electrical leakage protection
and connect with ground.Please cut off the power after use.Please
cut off the power immediately if something wrong and ask for the qualified
trained professional to check.Do not check by yourself.




Putthe part 16 on the top of sauna room.
Fixthe part 12,13 and 14 using M6 screws.

Sauna room operation

Sauna room s fitted with steam generator, termostatcranes,
backjets, handle shower radio, light.
Please check the <<TR-001 steam generator operation manual>>

to operate the computer.

(Sauna room dimensions)
(sauna room length): 1710mm

(width): 1310mm
(height): 2245mm
(Caution)

Sauma oo

2.sauna room installtaion

1. (check if every part of product is complete)

2. (Read the sauna room construction and installaion step carefully)
3. (Adjust the level of tub.Tighten the nuts)

4. (Remove the tray away from the wall atleast 400mm)

5. (Installthe shower room in turn)

Connectthe part 1,4 and part 7,8 using M4*60 screws tomake “11”
shape: nsert the part.10into the part2, 3. Then insert tothe “11" shape;
Insertthe U shape seal into the sides of part 11.Then embed between
partt and part2. Fixthe part 10 with part 7,8 using M4*16 screws;
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Saunaroom

Fixthe wheels onthe movabe door,insert to the part 7,8 ,adjust

and fix the wheels;Fix the magnetic sealto the movable door;
Fixaother seal around the glass door;Fix the door handle.

6.

1.

§

Install the part 17in the same way of step 5

Putthe fixed glass room on the tray.

Fixthe part 9 and part 4 using M4*30 screws.See referable chart 2a.
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Putthe part 15 into the part 4 and part 9.See referable chart 2b.

Saunaroom
10

| Putthe part 12 onthe tray complying with chart 1.
Fix one side to part 1 using M4*16 screws.

i,
Put the part 13in the position. Fix part 12 and part 6

using M6 screws. See referable chart 3a.
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Put the part 14 on the tray complyin'g with chart 1 Fixitwith part
13 using M6 screws. Fix with part 15 using M4*16 screws.
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